SPEED CONTROL KITS

The ISO speed control kits mount between the
valve unit and the base or manifold mounting.
The 3 and 5 ports of the unit contain needle
valves which can be adjusted to throttle the
flow of exhaust air out of the valve unit. Thus,
the speeds of the two strokes of a cylinder
independently,
Locknuts prevent the needles from moving.
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FLOW CONTROL ACCESSORIES

numarics’
ISO SERIES

SPEED CONTROL KIT NUMBERS
SERIES | PART NUMBERS DIMENSION * A"
ISO 1 239-127A 35.5 mm (1,407)
ISO 2 239-123C 37.0 mm (1.46")
ISO 3 239-126A 40.5 mm (1.60°")
METERING VALVES
MODEL SELECTION AND ENVELOPE DIMENSIONS
MODEL | A.N.S.I. | PORT FLOW DIMENSIONS 7
NUMBER| SYMBOL | SIZE |CAPACITY & 8 c \
MV-25 1/4 NPTF | Cv=1.80 | 35 (1.37)| 38 (1.50)[ 17.5 (.69) \
wvar | —%— [saneTF| ovot1e0 | 33 (1.31)] 38 (1.50)|17.5 (.69)
MV-50 1/2 NPTF| Cv=3.38 | 41 (1.62)] 51 (2.00)]22.1 (.87)

IN-LINE FLOW CONTROL VALVES

MODEL SELECTION AND ENVELOPE DIMENSIONS
MODEL A.N.S.1. PORT FLOWY CAPACITY DIMENSIONS
NUMBER| SYMBOL | sIZE Free [Controlled | Length | Width | Height
2FC2 1/4 NPTF| Cv=2.3 Cv=20 |539(2.34)]| 27 (1.08)| 56 (2.21)
AFC2 ﬂiﬁ’ 38 NPTF | Cv=2.7 Cv=2.4 59 (2.34)| 27 (1.08) | 58 [2.21)
4FC3 1/2 NPTF| Cv=§.0 Cv =55 83 (3.28 | 38 (1.50)| 81 [3.17)
Model numbers shown have NPTF ports, Add "G- If ports are to be tapped *G-.
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