




Mark 8 Series

Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com. 17

Service Kits and Parts (continued)
Kit No. MK8-K3 (For Models 081SS5, 082SS5)

Parts List
DET.
NO.

NO.
REQ’D PART NAME PART NO.

2 2 Gasket solenoid/valve 113-276

1 2 Solenoid Assembly    See p.18
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Spacer

Spring

Spring Retainer

Valve Body (not sold separately)

Sleeve Assembly w/seals

Seals

Screw

Nameplate

Receptacle Housing

Spacer

Gasket solenoid/end cap

Gasket valve/base

Screw

115-221

126-202

122-936

116-308

* 113-278

116-307

116-309

209-265

127-211

125-331

113-277

127-318

16 5-Wire Plug Assembly

*

*

*

1 230-268

*

*

*

*

*Indicates parts included in service kit.   Spool and sleeve assemblies sold as precision matched set; spools are not interchangeable; and assemblies include (6) #126-202 seals.
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Kit No. MK8-K3 (For Models 081SS6, 082SS6)
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Solenoid Capsule Assemblies

Flush Non–Locking  override w/light
Standard

Flush Locking override w/light
(Add option “011B” to model no .)

Example: 081SA400K011B30

Extended Knurled Rod Locking override w/light
(Add option “011Z” to model no .)

Example: 081SA400K011Z30

51 2 3 4 6

7 8

Superstructure Plug with CordPlug Assemblies

Per DIN Spec . No . 43650 
Accepts cable dia .  .310 –  .410 

1 .04
(26 .4)

Per DIN Spec . No . 43650  
For plug–in solenoids wiring options 2 & 4, order cord separately .

dimensions = inches
(in parenthesis = mm)

1 .06
(26 .8)

OVERRIDE 
TYPE

VALVE 
FUNCTION PLUG-IN 100-115/50 

110-120/60
200-230/50 
220-240-60 24/50-60 12VDC 24VDC 100-130V 200-260V 8-13VDC 14-24VDC

 
AC

 
DC AC DC

VOLTAGE LIGHT OPTION

2 Position Std. w/light 237-415

Flush 
Non-Locking

2 Position DIN no light

Flush Locking

Ext. Knurled 
Rod Locking

3 Position

3 Position

2 Position

2 Position

Std. w/light

DIN no light

Std. w/light

Std. w/light

237-427

237-417

237-430

237-451

237-454

237-416

237-428

237-418

237-431

237-452

237-455

237-423

237-429

237-424

237-432

237-453

237-456

226-591

226-628

226-595

226-632

226-611

226-619

226-592

226-629

226-596

226-633

226-612

226-620

204-252

N/A N/A N/A N/A

N/A N/A N/A N/A

204-254

204-272

204-270

204-253

204-255

204-273

204-271

204-304

204-308

204-290

204-298

204-305

204-309

204-291

204-299

Solenoid Only 
less end cap;  
screws & gaskets not included

 
Std. Plug-In

DIN Plug-In

 
228-703

228-675

 
228-704

228-676

 
228-705

 
225-284

 
225-285

 
204-250 
204-251

228-677 225-238 225-239

 
Flush non-locking std. plug 2 position 
Flush non-locking std. plug 3 position

Flush locking std. plug 2 position 
Extended knurled rod locking std. 2 position

204-269 
204-268

Parts List
DET.
NO.

NO.
REQ’D PART NAME PART NO.

4 
 

5

1 
 

1

Bumper: 
                 Black for 2 position 
                  Red for 3 position

O-Ring Seal 126-144

 
114-138 
114-139

1 1 Gasket solenoid/valve 113-276

2 1 Solenoid Capsule Assembly See chart 
above

3 1 Gasket end cap/solenoid 113-277

Light Assembly:                     
                            100-115/50 
                            110-120/60 
                            200-230/50 
                            220-240/60 
                                  12VDC 
                                  24VDC
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1 
 
 
 
 
 

7 

8

2 Solenoid Screws AC 
Solenoid Screws DC

2 End Cap Screws

 
230-235 
230-235 
230-236 
230-236 
230-283 
230-284
127-314 
127-316
127-315

PART NAME PART NO.
Gray (A) Plug Ass’y

Black (B) Plug Ass’y

Plug w/24VDC Light

Plug w/110VAC Light

Plug w/220VAC Light

230-369

230-370

230-371

230-372

230-373

PART NAME PART NO.
Plug with 4' Cord 230-213

Plug with 6' Cord 230-215

End Cap Only - No Light
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